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Couplers | Saddles
Threaded Saddles  
Specialty Fittings

Electrofusion Fittings 
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OUTLET (DE1) BASE  (DE) Height (H) Number of Straps 
Included Item Code Notes

2” IPS 3” IPS 3.50” 1 200279

2" IPS 4” IPS 3.50” 1 200276

2” IPS 4” DIPS 3.50” 1 200275

2" IPS 6 “ IPS - 6” DIPS 3.50” 1 200274

2" IPS 8” IPS - 10” DIPS 3.50” 1 200200 FM 175

2" IPS 12” IPS - 18” IPS 3.50” 1 200203 FM 175

2" IPS 20” IPS - 22” IPS 3.50” 2 200241 FM 175

2" IPS 20” IPS - 36” IPS 3.50” 2 200254 FM 175

3” IPS 6” IPS - 6” DIPS 3.50” 1 200281

3” IPS 8” IPS - 10” DIPS 3.50” 1 200217 FM 175

3” IPS 12” IPS - 18” IPS 3.50” 1 200223 FM 175

3” IPS 20” IPS - 22” IPS 3.50” 2 200210 FM 175

3” IPS 20" IPS - 36” IPS 3.50” 2 200255 FM 175

4” IPS 6” IPS 4.30” 2 200277

4”  IPS 8” IPS 4.30” 2 200218 FM 175

4” IPS 10” IPS 4.30” 2 200220 FM 175

4” IPS 12” IPS - 16” DIPS 4.30” 2 200206 FM 175

4” IPS 18” IPS - 20” DIPS 4.30” 2 200234 FM 175

4” IPS 22” IPS - 26” IPS 4.30” 2 200212 FM 175

4” IPS 28” IPS - 32” IPS 4.30” 2 200272 FM 175

4” IPS 34” IPS - 42” IPS 4.30” 2 200216 FM 175

6” IPS 10” IPS 4.30” 2 200278 FM 175

6” IPS 12” IPS 4.30” 2 200224 FM 175

6” IPS 18” IPS - 20” DIPS 4.30” 2 200235 FM 175

6” IPS 22” IPS - 26” IPS 4.30” 2 200214 FM 175

6” IPS 28” IPS - 32” IPS 4.30” 2 200273 FM 175

Electrofusion Branch Saddle
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Designed for use on IPS SDR 11 to SDR 17 HDPE Pipe

* Flex Base Saddles cover all sizes in range listed as “BASE”. 
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OUTLET (DE1) BASE  (DE) Height (H) Number of Straps 
Included Item Code Notes

6” DIPS 12” DIPS 4.30” 2 200231

8” IPS 12" IPS 7.90” 2 200225

8” IPS 16” IPS 7.90” 2 TBD

8” IPS 18” IPS 7.90” 2 TBD

8” IPS 22” IPS 7.90” 2 200211

8” IPS 24” IPS 7.90” 2 TBD

8” IPS 26” IPS 7.90” 2 200213

8” IPS 30” IPS 7.90” 2 TBD

8” IPS 36” IPS 7.90” 2 TBD

10” IPS 16” IPS 7.90” 2 TBD

10” IPS 18” IPS 7.90” 2 TBD

10” IPS 20” IPS 7.90” 2 TBD

10” IPS 24” IPS 7.90 2 TBD

12” IPS 32” IPS 2 200215

Electrofusion Branch Saddle
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Designed for use on IPS SDR 11 to SDR 17 HDPE Pipe

Other sizes and SDR options are available for special order

* Flex Base Saddles cover all sizes in range listed as “BASE”. 
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OUTLET (DE1) BASE  (DE) Height (H) Number of Straps 
Included Item Code Notes

2” Brass Female NPT 3” IPS 4.05” 1 200801

2" 316SS Female NPT 3” IPS 4.05” 1 200802

1” Brass Female NPT 3” IPS 3.55” 1 200803

1” 316SS Female NPT 3” IPS 3.55” 1 200804

1” Brass Female CC 3” IPS 3.55” 1 200805

2” Brass Female NPT 4” IPS 4.05” 1 200806

2" 316SS Female NPT 4” IPS 4.05” 1 200807

1” Brass Female NPT 4” IPS 3.55” 1 200808

1” 316SS Female NPT 4” IPS 3.55” 1 200809

1” Brass Female CC 4” IPS 3.55” 1 200810

2” Brass Female NPT 4” DIPS 4.05” 1 200811

2" 316SS Female NPT 4” DIPS 4.05” 1 200812

1” Brass Female NPT 4” DIPS 3.55” 1 200813

1” 316SS Female NPT 4” DIPS 3.55” 1 200814

1” Brass Female CC 4” DIPS 3.55” 1 200815

2” Brass Female NPT 6 “ IPS - 6” DIPS 4.05” 1 200816

2" 316SS Female NPT 6 “ IPS - 6” DIPS 4.05” 1 200817

1” Brass Female NPT 6 “ IPS - 6” DIPS 3.55” 1 200818

1” 316SS Female NPT 6 “ IPS - 6” DIPS 3.55” 1 200819

1” Brass Female CC 6 “ IPS - 6” DIPS 3.55” 1 200820

2” Brass Female NPT 8” IPS - 10” DIPS 4.05” 1 200821 FM 175

2" 316SS Female NPT 8” IPS - 10” DIPS 4.05” 1 200822 FM 175

1” Brass Female NPT 8” IPS - 10” DIPS 3.55” 1 200823 FM 175

1” 316SS Female NPT 8” IPS - 10” DIPS 3.55” 1 200824 FM 175

1” Brass Female CC 8” IPS - 10” DIPS 3.55” 1 200825 FM 175

Threaded Electrofusion Branch Saddle
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Designed for use on IPS SDR 11 to SDR 17 HDPE Pipe - NSF 372 Certified No-Lead Brass

* Flex Base Saddles cover all sizes in range listed as “BASE”. 
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OUTLET (DE1) BASE  (DE) Height (H) Number of Straps 
Included Item Code Notes

2” Brass Female NPT 12” IPS - 18” IPS 4.05” 1 200826 FM 175

2" 316SS Female NPT 12” IPS - 18” IPS 4.05” 1 200827 FM 175

1” Brass Female NPT 12” IPS - 18” IPS 3.55” 1 200828 FM 175

1” 316SS Female NPT 12” IPS - 18” IPS 3.55” 1 200829 FM 175

1” Brass Female CC 12” IPS - 18” IPS 3.55” 1 200830 FM 175

2” Brass Female NPT 20” IPS - 22” IPS 4.05” 2 200831 FM 175

2" 316SS Female NPT 20” IPS - 22” IPS 4.05” 2 200832 FM 175

1” Brass Female NPT 20” IPS - 22” IPS 3.55” 2 200833 FM 175

1” 316SS Female NPT 20” IPS - 22” IPS 3.55” 2 200834 FM 175

1” Brass Female CC 20” IPS - 22” IPS 3.55” 2 200835 FM 175

2” Brass Female NPT 20” IPS - 36” IPS 4.05” 2 200836 FM 175

2" 316SS Female NPT 20” IPS - 36” IPS 4.05” 2 200837 FM 175

1” Brass Female NPT 20” IPS - 36” IPS 3.55” 2 200838 FM 175

1” 316SS Female NPT 20” IPS - 36” IPS 3.55” 2 200839 FM 175

1” Brass Female CC 20” IPS - 36” IPS 3.55” 2 200840 FM 175

Threaded Electrofusion Branch Saddle
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Designed for use on IPS SDR 11 to SDR 17 HDPE Pipe - NSF 372 Certified No-Lead Brass

* Flex Base Saddles cover all sizes in range listed as “BASE”. 




