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Couplers | Saddles
Threaded Saddles  
Specialty Fittings

Electrofusion Fittings 
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IntegriFuse™

Nominal Size OD Z Unit Weight Item Code

2” IPS 2.375” 3.7” 1.2 lbs. 200154
4” IPS 4.500” 5.9” 6.6 lbs. 200156
6” IPS 6.625” 8.4” 9.2 lbs. 200157
8” IPS 8.625” 10.0” 21.8 lbs. 200158

Electrofusion 90° Elbow
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Suitable for use on IPS SDR 11 to SDR 17 HDPE Pipe
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IntegriFuse™

Nominal Size OD Z Unit Weight Item Code

2” IPS 2.375” 2.7” 0.9 lbs. 200054
3” IPS 3.500” 3.7” 2.1 lbs. 200055
4” IPS 4.500” 4.7” 5.7 lbs. 200056
6” IPS 6.625” 6.3” 8.5 lbs. 200057
8” IPS 8.625” 8.0” 18.5 lbs. 200058

Electrofusion 45° Elbow
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Designed for use on IPS SDR 11 to SDR 17 HDPE Pipe
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IntegriFuse™

Nominal Size OD H Z  Weight Item Code

¾” IPS 1.050” 1.5” 4.3” 0.3 lbs. 200600
1 ¼” IPS 1.660” 1.9” 5.5” 0.4 lbs. 200603
1 ½” IPS 1.900” 1.9” 6.4” 0.7 lbs. 200604

2” IPS 2.375” 2.7” 6.9” 1.3 lbs. 200654
3” IPS 3.500” 3.2” 8.2” 3.3 lbs. 200655
4” IPS 4.500” 3.5” 10.4” 5.9 lbs. 200656
6” IPS 6.625” 4.0” 13.2” 17.9 lbs. 200657
8” IPS 8.625” 4.4” 15.5” 43.9 lbs. 200658

Electrofusion Equal Tee
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Designed for use on IPS SDR 11 to SDR 17 HDPE Pipe
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IntegriFuse™

Nominal

Size dn x dn1
dn dn1 Z

Unit Weight

in lbs.

Item

Code

1” IPS x ¾” IPS 1.315” 1.050” 3.5” 0.1 lbs 200500
1 ¼” IPS x 1” IPS 1.660” 1.315” 4.6” 0.2 lbs. 200551
1 ½” IPS x 1” IPS 1.900” 1.315” 5.2” 0.3 lbs. 200501
2” IPS x ¾” IPS 2.375” 1.050” 5.6” 0.5 lbs. 200553
2" IPS X 1" IPS 2.375” 1.315” 5.7” 0.5 lbs. 200554

2" IPS X 1 ¼" IPS 2.375” 1.660” 5.6” 0.5 lbs. 200555
2" IPS X 1 ½" IPS 2.375” 1.900” 5.0” 0.6 lbs. 200556

3" IPS X 2" IPS 3.500” 2.375” 6.4” 0.8 lbs. 200557
4" IPS X 2" IPS 4.500” 2.375” 8.8” 1.6 lbs. 200558

4" IPS X 3" IPS 4.500” 3.500” 7.7” 1.8 lbs. 200559

Electrofusion Reducer
Water - 200 PSI (ASTM) / 232 PSI (ISO) | Gas - 100 PSI @ 73° F Sustainable Maximum Operating Pressure

Designed for use on IPS SDR 11 to SDR 17 HDPE Pipe Only
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IntegriFuse™

Nominal Size
Axial 

Resistance
L1 L2 L3 Unit Weight Item Code

6" - 63" IPS / DIPS 11,240 lbs. 7.50” 2.45” 1.56” 0.42 lbs. 200400

6” IPS/DIPS - 10” IPS/DIPS fusible to SDR 9 to SDR 17

12” IPS/DIPS - 63” IPS fusible to SDR 9 to SDR 26

Number of Restraints 

Needed for SDR  **
6” 8” 10” 12” 14” 16” 18” 20” 24” 28” 30” 32” 36” 42” 48”

SDR 9 2 2 3 4 4 5 7 8 11 15 18 20 25 34 44

SDR 11 2 2 2 3 4 5 6 7 10 13 15 17 21 29 37

SDR 17 2 2 2 2 3 3 4 5 7 9 10 11 14 19 25

Max # of Restraints in Perimeter 3 4 5 6 7 8 9 10 12 14 15 16 18 21 25

Electrofusion Flex Restraint

** General suggested guidelines. Please confirm with engineer for actual project requirements.**

Size ranges: 6” IPS/DIPS - 10” IPS/DIPS fusible to SDR 9 - SDR 17
12” IPS/DIPS - 63” IPS fusible to SDR 9 to SDR 26






